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Underwater and harsh environment connectors

SubConn® Power Battery 

Voltage rating 600 V DC/AC rms
Current rating 25 A per contact (max 50 A per connector)
Insulation resistance > 200 MΩ
Contact resistance < 0,01 Ω
Wet matings > 500
Temperature rating (water) - 4 to 60˚C, 25 to 140˚F
Temperature rating (air) - 40 to 60˚C, - 40 to 140˚F
Storage temperature rating - 40 to 60˚C, - 40 to 140˚F
Qualified pressure tested 1,400 bar, 20,300 psi (mated)

800 bar, 11,600 psi (open face)
Depth rating PEEK 300 bar, 4,350 psi

Connector specifications

Connector body Chloroprene rubber
Bulkhead body Brass, stainless steel, titanium, anodised aluminium or PEEK
Contacts Gold plated brass UNS - C36000
Location pin Stainless steel AISI 303
O-rings Nitrile
Locking sleeves POM or stainless steel
Snap rings Stainless steel AISI 302
2 and 3 conductor inline cable (2 ft, 60 cm) 10 AWG, 5.26 mm2 synthetic rubber
4 conductor inline cable (2 ft, 60 cm) 12 AWG, 3.30 mm2 synthetic rubber
2 and 3 contact bulkhead and PBOF leads (1 ft, 30 cm) 10 AWG, 5.26 mm2 white tagged PTFE
2 and 3 contact OM leads (3", 7 cm) 10 AWG, 5.26 mm2 white tagged PTFE
4 contact bulkhead and PBOF leads (1 ft, 30 cm) 12 AWG, 3.31 mm2 white tagged PTFE
4 contact OM leads (3", 7 cm) 12 AWG, 3.31 mm2 white tagged PTFE

Material specifications

Face view (male)

2, 3 and 4 contacts
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*

1 Black 3 Red
2 White 4 Green

* 3 conductor cable colour code: 1 black, 2 white, 3 green

Inline cable colour code



Dimensions in mm (1 mm = 0.03937 inches)
Threads in inches (1 inch = 25.4 mm) 

Drawing information

775th edition

S
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e.

 V
is

it 
M

ac
A

rtn
ey

.c
om

 fo
r l

at
es

t r
ev

is
io

n

Introduction
Circular

Micro Circular
Low Profile

Micro Low  
Profile

Metal Shell
Power

Ethernet
Coax

Nano
Specials

Penetrator
Polyurethane 

cables
Accessories

Technical
information

Th
is

 d
ra

w
in

g 
is

 th
e 

pr
op

er
ty

 o
f M

ac
A

rtn
ey

 A
/S

, a
nd

 m
us

t n
ot

be
 c

op
ie

d 
or

 s
ho

w
n 

to
 a

 th
ird

 p
er

so
n 

w
ith

ou
t p

er
m

is
si

on
.

Sheets:

Reference:

Rev.:

Checked

Drawing no.:

DrawnDS/ISO 128

Surface:

Tol.:

Scale:

Matr.:

< 3.2

DS/ISO 2768-m

N/A

2 

Battery

1

JGR 13-08-2013

Sheet no.:

1 

ILB2F ILB2M

BHB2F BHB2M

OMB2F OMB2M

OMBB

DCB2F DCB2M

DLSB-F DLSB-M

OMBB

PBOFB2F PBOFB2M

28

n
31

19

41 31.5 195/8-18 UNF - 2A

n
27

132

33.5

41
n

24

O-Ring

n17.2 x 1.78
(2-017)

Hex Flats 1"

24 Snap Ring DLSB

1/2" Hose stud


